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Aperio ImageScope DX Remote-Use Specifications
This document provides remote-use specifications for Aperio ImageScope DX.

Feature Details

Scanner images supported:                                                        Leica Biosystems Aperio AT2 DX
File format:                                                  SVS
Access to image server: Virtual Private Network (VPN)
Viewing software: Aperio ImageScope DX
Internet connection speed: 50 Mbps or above (100 Mbps is preferred)
Hardware requirements: DX Viewing Station, 23DX-VWS
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This document applies to Aperio ImageScope DX Release 1.0 and later.

Copyright Notice
	Ì Copyright © 2020 Leica Biosystems Imaging, Inc. All Rights Reserved. LEICA and the Leica logo are registered trademarks of Leica 

Microsystems IR GmbH. Aperio is a trademark of the Leica Biosystems group of companies in the USA and optionally in other countries. 
Other logos, product and/or company names might be trademarks of their respective owners.

	Ì This product is protected by registered patents. For a list of patents, contact Leica Biosystems.

Customer Resources
	Ì For the latest information on Leica Biosystems Aperio products and services, please visit www.LeicaBiosystems.com/Aperio.

Disclaimers
	Ì Use normal care in maintaining and using Aperio servers. Interrupting network connections or turning off the servers while they are 

processing data (such as when they are analyzing eSlides or generating an audit report) can result in data loss.

	Ì This manual is not a substitute for the detailed operator training provided by Leica Biosystems Imaging or for other advanced instruction. 
Leica Biosystems Imaging Field Representatives should be contacted immediately for assistance in the event of any instrument 
malfunction. Installation of hardware should only be performed by a certified Leica Biosystems Imaging Service Engineer. 
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